EXISTING SIGNALS & SIGNS

NEMA PHASING: FLASHING
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CONSTRUCTION DETAILS
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NEMA NOTES:
1. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
. PHA 4] AT Y A INE WI NOT OPERATE CONCURRENTLY. 7
EOUIPMENT LISTS 2. PHASES ASSOCIATED B SOLID LINE WILL NO "
. EQUIPMENT TQO BE FURNISHED BY THE SHA //’/
s 4
ITEM NO. QUANTITY DESCRIPTIQN /f/,/
T T - ’ 2
33.7 S.F. 2 EACH  W171A-2 SIGN, 30” x 30", M6—-2L SIGN., ,’/,%
24" x 15”, POLE MOUNTED HARDWARE Z
2 EACH  W11A-2 SIGN. 30” x 30“, M6—-2R SIGN
21" x 15", POLE MOUNTED HARDWARE
B. EQUIPMENT TO BE FURNISHED AND/ OR INSTALLED BY THE CONTRACTOR
1TEM NO. QUANTITY DESCRIPTION
1001 1 EACH MAINTENANCE OF TRAFFIC
8013 1 EACH REMOVE AND DISPOSE OF EXISTING MATERIAL AND EQUIPMENT PER ASSIGNMENT
8022 120 L.F. F & 1 WOOD SIGN SUPPORTS -~ 47 x 4”
8042 33.7 S.F. INSTALL GROUND MQUNTED SIGN
8053 36 EACH F & i 12” VECHICULAR BLACK FACED TRAFFIC SIGNAL HEAD SECTION
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A. REMOVE THE EXISTING SIGNAL HEAD.
INSTALL THE PROPOSED SIGNAL HEAD.
B. USE - THE EXISTING SPAN WIRE AND

CABLE.
C. INSTALL THE GROUND

MOUNTED SIGN.

PROJECT CONTACTS

THE PROJECT CONTACTS ARE AS FOLLOWS:

MR. MAJID SHAKIB
ASSISTANT DISTRICT ENGINEER - TRAFFIC
PHONE: (3013 513-7358

MR. WAYNE MOWDY
ASSISTANT DISTRICT ENGINEER — MAINTENANCE
PHONE: (301} 513-7304

MR. AUGIE REBISH
ASSISTANT DISTRICT ENGINEER ~ UTILITIES
PHONE: (301) 513-7350

MR. RICHARD DAFF
CHIEF, TRAFFIC OPERATIONS DIVISION
PHONE: (410) 787-7630

MR. ROBERT SNYDER
ASSISTANT DIVISION CHIEF, TRAFFIC OPERATIONS DIVISION
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PHASE CHART

WIRING DIAG

21" x 157 - APPROPRIATE PROJECT ENGINEER IMMEDIATELY.
i = THE EXISTING CONDUITS, AND IT SHALL BE THE

NOTES TO THE CONTRACTOR

1. ALL UNDERGRCUND AND OVERHEAD UTILITIES
SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE
NOT TO BE CONSIDERED COMPLETE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY
COMPANIES PRIOR TO CONSTRUCTION S0 THAT ALL
UTILITIES MAY BE LOCATED IN THE FIELD. IF THE
CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN
THE UTILITIES AND THE TRAFFIC SIGNAL EQUIPMENT
WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE

= 2. ALL UNUSED CABLES SHALL BE REMOVED FROM

RESPONSIBLITY OF THE CONTRACTCR TO DISPOSE
OF THESE EXISTING UNUSED CABLES.

3. THE CONTRACTOR SHALL INSTALL AND REMOVE
THE SIGNAL HEADS ONE LEG AT A TIME.
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THERE IS NO CHANGE TO THE PHASE CHART

(NO. 14 AWG)
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NOT TO SCALE

REVISIONG®

APPROVALS

. MaY, 1992 - REDRAWN MCDIFICATICN
DUE TO ROAD WIDENING

bR |9.4.9] 18.3.2. ] EX

MARYLAND DOT

- STATE HIGHWAY ADMINISTRATION

L') Office of Traffic & Safefy

. AUGUST 23. 2001 — CUT NEW LOOPS DUE
TO MILLING & RESURFACING OF ROAD

SHA NO. BW9I96M82

F.9.9| [

TRAFFIC ENGINEERING DESIGN DIVISION

. 0172004 - REPLACED EXISTING YELLCW

UTILITY LEGEND

PHONE:

1410) 787-7631

MR. EDWARD RODENHIZER
CHIEF, SIGNAL OPERATIONS SECTION
PHONE: (410} T87-7652
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GAS MAIN

WATER MAIN
SEWER MaAIN
ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES
STORM DRAIN

FACED SIGNAL HEADS W/ BLACK FACES &
ENSTALL PED. SIGNS
SHA NO. AT28851_§5’”7 .

A,

MD 193 (Umiversity Blvd.) and Adelphi Road
COLLEGE PARK, MARYLAND
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